

Kiyat, A. Aydinli and N. Dagli, “Geometrical Birefringence Based Polarization Splitter,” European Conference on Optical Communications (ECOC), Paper We4.P.049, Stockholm, Sweden, September 5–9, 2004


Andrei Kolmakov And Martin Moskovits, Annu. Rev. Mater, “Chemical Sensing
And Catalysis By One-Dimensional Metal-Oxide Nanostructures,” Res. 34, 151-

Y. Zhang, A. Kolmakov, S. Chretien, H. Metiu and M. Moskovits, “Control of
catalytic reactions at the surface of a metal oxide nanowire by manipulating

Lidong Zhang and E.L. Hu , “Lasing Emission of InAs QD Microdisk Diodes,”
Photonics Technol. Lett.16 (1), 6-8.

S. Estrada, E.Hu, U. Mishra, “n-AlGaAs/p-GaAs/n-GaN Heterojunction Bipolar
Transistor: The First Transistor Formed Via Wafer Fusion,” International Journal

Aperture GaN CAVET Through Photoelectrochemical Wet Etching,” International
Journal of High Speed Electronics 14 (1), 254-64. Publisher: World Scientific,
Singapore.

the extraction efficiency of GaN-based light-emitting diodes via surface
roughening.,” Appl. Phys. Lett.84 (6), 855-7.

A. Xing, Marcelo Davanco, D. Blumenthal and E.L. Hu, “InP Photonic Crystal
Membrane Structures: fabrication accuracy and optical performance,” Appl.

K. Hennessy, A. Badolato, P.M. Petroff, E.Hu, “Positioning photonic crystal
cavities to single InAs quantum dots,” Proceed. Of PECS V, Photonics &amp;
Nanostructures2, 65.

K. Hennessy, C. Reese, A. Badolato, A. Imamoglu, P.M. Petroff, E.L. Hu, “High-
Q Photonic crystal cavities with embedded quantum dots,” Proceed. SPIE 5359
(1), 210-9

Current Aperture Vertical Electron Transistor (CAVET) fabricated by

C.F. Wang, A. Badolato, I. Wilson-Rae, P.M. Petroff, E.Hu, J. Urayama, A.
Imamoglu, “An optical study of single near-surface InAs quantum dots,” Appl.


Z. Griffith, M. J.W. Rodwell, X.-M. Fang, D. Lubyshev, Y. Wu, J. M. Fastenau, and W.K. Liu, In0.53Ga0.47As/InP Type-I DHBTs having 455 GHz ft and 485 GHz fmax w/ Ccb/Ic =0.36 ps/V, 2005 IEEE Device Research Conference, June 20-22, Santa Barbara.


